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Pump end specification

Metric US

Capacity 180 m3/h 792 gpm

Total Head 29 m 95 ft

Max. Solids Size 75 mm 3 in

Self Priming Lift 8.8 m 28 ft

Air Handling 24 l/s 50 cfm

Selprime® 

Absorbs
2.2 kW 3 hp

Power Required 23 kW 31 hp

Pump Speed Max. 1800 rpm 1800 rpm

Impeller Type Vortex Vortex

Impeller Blades 8 8

Impeller Diameter 215 mm 8.5 in

Inlet Port DN 100 PN6 4 in

Outlet Port DN 100 PN6 4 in

Priming method - Selprime®

The unique original Selwood self priming system 
utilising a water tolerant diaphragm air pump. An 
environmentally friendly design that has none of the 
problems of oil vapour emissions and oil emulsification 
associated with other priming systems.

Pump end materials

Pump Casing
Grey Iron BSEN 1561 

Grade EN-GJL-200

Impeller
Cast Iron BSEN 1563 

Grade EN-GJS-450-10

Wear Plates NA

Shaft Steel BS EN 10277 Grade C40+C

NRV Body
Grey Iron BSEN 1561 

Grade EN-GJL-200

Mechanical Seal Ceramic v Silicon Carbide

Pump End Bearing Ball

Drive End Bearing Cylindrical Roller

S140Eco5

Solids handling ‘S’ pump
8 blade impeller

Pump End Body Unit Data Sheet

Specifications and illustrations are subject to revision without notice.  Pg 1of 2       23/03/23
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Please note: The above curves cover 
the complete range and ability of 
the pump unit. Actual performance 
will be subject to the engine / motor 
indicated overleaf and medium 
pumped.
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Pump end specification

Metric US

Capacity 310 m³/h 1408 gpm

Total Head 27m 89 ft

Max. Solids Size 100mm 4 in

Self Priming Lift 8.8m 28 ft

Air Handling 24 l/s 50 cfm

Selprime® Absorbs 2.2 kW 3 hp

Power Required 40 kW 54 hp

Pump Speed Max. 1800 rpm 1800 rpm

Pump Speed Min. 1600 rpm 1600 rpm

Impeller Type Vortex Vortex

Impeller Blades 6 6

Impeller Diameter 235 mm 9.25 in

Inlet Port DN 150 PN6 6 PN6

Outlet Port DN 150 PN6 6 PN6

Length
Width
Height

102 cm
70 cm
82 cm

40.2 in
27.6 in
32.3 in

Weight 315 kg 694 lb

Priming method - Selprime®

The unique original Selwood self priming system utilising 
a water tolerant diaphragm air pump. An environmentally 
friendly design that has none of the problems of oil vapour 
emissions and oil emulsification associated with other 
priming systems.

Pump end materials

Pump Casing
Grey Iron BSEN 1561 

Grade EN-GJL-200

Impeller
Cast Iron BSEN 1563 

Grade EN-GJS-450-10

Wear Plates NA

Shaft
Steel BS EN 10277 

Grade C40+C

NRV Body
Grey Iron BSEN 1561 

Grade EN-GJL-200

Mechanical Seal Silicon Carbide v Silicon Carbide

Pump End Bearing Ball

Drive End Bearing Cylindrical Roller

S160 Eco + Eco5

Solids handling ‘S’ pump

SELWOOD RENTAL DATA SHEET

Specifications and illustrations are subject to revision without notice. Pg 1of 2      01/07/21
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Please note: The above curve covers the complete range and ability of the pump unit. 
Actual performance will be subject to the motor/engine indicated overleaf.
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Pump end specification

Metric US

Capacity 440 m3/h 1936 gpm

Total Head 25 m 82 ft

Max. Solids Size 100 mm 4 in

Self Priming Lift 8.8 m 28 ft

Air Handling 24 l/s 50 cfm

Selprime® 

Absorbs
2.2 kW 3 hp

Power Required 55 kW 74 hp

Pump Speed Max. 1800 rpm 1800 rpm

Pump Speed Min. 980 rpm 980 rpm

Impeller Type Vortex Vortex 

Impeller Blades 8 8

Impeller Diameter 220 mm 8.66 in

Inlet Port DN 200 PN6 8 in

Outlet Port DN 200 PN6 8 in

Length
Width
Height

105 cm
74 cm
89 cm

41.4 in
29.2 in
35.0 in

Weight 335 kg 739 lb

Priming method - Selprime®

The unique original Selwood self priming system 
utilising a water tolerant diaphragm air pump. An 
environmentally friendly design that has none of the 
problems of oil vapour emissions and oil emulsification 
associated with other priming systems.

Pump end materials

Pump Casing
Grey Iron BSEN 1561 

Grade EN-GJL-200

Impeller
Cast Iron BSEN 1563 Grade 

EN-GJS-450-10

Wear Plates NA

Shaft
Steel BS EN 10277 

Grade C40+C

NRV Body
Grey Iron BSEN 1561 

Grade EN-GJL-200

Mechanical Seal Silicon Carbide v Silicon Carbide

Pump End Bearing Ball

Drive End Bearing Cylindrical Roller

Solids handling ‘S’ pump

Pump End Body Unit Data Sheet

Please note: The above curves cover 
the complete range and ability of 
the pump unit. Actual performance 
will be subject to the engine / motor 
indicated overleaf and medium 
pumped.
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Pump end specification

Metric US

Capacity 320 m³/h 1408 gpm

Total Head 21.3 m 70 ft

Max. Solids Size 100 mm 4 in

Self Priming Lift 8.8 m 28 ft

Air Handling 24 l/s 50 cfm

Selprime® 

Absorbs
2.2 kW 3 hp

Power Required 24 - 32 kW 32 - 44 hp

Pump Speed Max. 1600 rpm 1600 rpm

Pump Speed Min. 955rpm 955 rpm

Impeller Type Vortex Vortex

Impeller Blades 6 6

Impeller Diameter
219 mm
235 mm

8.6 in
9.25 in

Inlet Port DN 150 PN6 6 in

Outlet Port DN 150 PN6 6 in

Length
Width
Height

102 cm 
70 cm 
82 cm

40.2 in
27.6 in
32.3 in

Weight 285 kg 628 lb

Priming method - Selprime®

The unique original Selwood self priming system 
utilising a water tolerant diaphragm air pump. An 
environmentally friendly design that has none of the 
problems of oil vapour emissions and oil emulsification 
associated with other priming systems.

Pump end materials

Pump Casing
Grey Iron BSEN 1561 

Grade EN-GJL-200

Impeller
Cast Iron BSEN 1563 

Grade EN-GJS-450-10

Wear Plates NA

Shaft
Steel BS EN 10277 

Grade C40+C

NRV Body
Grey Iron BSEN 1561 

Grade EN-GJL-200

Mechanical Seal Silicon Carbide v Silicon Carbide

Pump End 
Bearing

Ball

Drive End Bearing Cylindrical Roller

Solids handling ‘S’ pump

Specifications and illustrations are subject to revision without notice.  Pg 1of 2          26/04/22
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S150Pump End Body Unit Data Sheet

0 50 100 150 200 250 300 350

Capacity (m3/h)

40

30

20

10Po
w

er
 R

at
in

g 
(k

W
)

1600rpm

1600rpm

50

40

30

20

10

H
or

se
po

w
er

 (h
p)

955rpm

Please note: The above curves cover 
the complete range and ability of 
the pump unit. Actual performance 
will be subject to the engine / motor 
indicated overleaf and medium 
pumped.
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Pump end specification

Metric US

Capacity 390 m3/h 1717 gpm

Total Head 48 m 157 ft

Max. Solids Size 45 mm 1.77 in

Self Priming Lift 8.8 m 29 ft

Air Handling 24 l/s 50 cfm

Selprime® Absorbs 2.2 kW 3 hp

Power Required 36 kW 48 hp

Pump Speed Max. 2200 rpm 2200 rpm

Impeller Type Drainer Drainer

Impeller Blades 3 3

Impeller Diameter 255 mm 10 in

Inlet Port DN 150 PN6 6 PN6

Outlet Port DN 150 PN6 6 PN6

Priming method - Selprime®

The unique original Selwood self priming system 
utilising a water tolerant diaphragm air pump. An 
environmentally friendly design that has none of the 
problems of oil vapour emissions and oil emulsification 
associated with other priming systems.

Pump end materials

Pump Casing
Grey Iron BSEN 1561 

Grade EN-GJL-250

Impeller
Cast Iron BSEN 1563 

Grade EN-GJS-450-10

Wear Plates
Cast Iron BSEN 1563 

Grade EN-GJS-450-10

Shaft
Steel BS10277   
Grade C40+C

NRV Body
Grey Iron BSEN 1561 

Grade EN-GJS-250

Mechanical Seal Silicon Carbide v Silicon Carbide

Pump End Bearing Taper Roller

Drive End Bearing Taper Roller

D160 Eco + Eco5

High volume drainer ‘D’ pump

Pump End Body Unit Data Sheet

Specifications and illustrations are subject to revision without notice.  Pg 1 of 2      19/04/23

0 50 100 150 200 250 300 350 400

Capacity (m3/h)

200 400 600 800 1000 1200 1400 1600

Capacity (USA gal/min)

50

40

30

20

10

   
H

ea
d 

(m
)

160

140

120

100

80

60

40

20

H
ea

d 
(ft

)

1450rpm

1750rpm

2200rpm

2000rpm

2200rpm

0 50 100 150 200 250 300 350 400

Capacity (m3/h)

Capacity (USA gal/min)

8.0

6.0

4.0

2.0

N
PS

H
r (

m
)

25

20

15

10

5

N
PS

H
r (

ft
)

200 400 600 800 1000 1200 1400 1600

Please note: The above curves cover the complete range and ability of the pump 
unit. Actual performance will be subject to the engine / motor indicated overleaf and 
medium pumped.
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